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Licht specificaties

High Middle Low

e

Lumens 5300 med: 2800 1400
@ Runtime 1.5h med: 4h 8h
NN\
AN Water resistant IP54
Afmetingen

HEAD (L X W X D)

7.87" x 7.87" x 3.50" (20 X 20 x 8.9 cm)
CLOSED (L X W X D)

37.40" x 7.87" x " (95 x 20 x 0 cm)

FULL (L X W X D)

85.00" x 35.83" x 35.83" (215.9 x 91 x 91 cm)

Materiaal

Body: Polypropylene

Head: Polycarbonate (PC) / ABS
Mast: Aluminum

Lens: Polycarbonate (PC)

Kleuren

black
yellow

Peli 9440 RALS



Power

Lithium-lon

Gewicht

16.09 Ibs (7.3 kg)

Schakelaar

Switch Type: Silicone Rubber Keypad

Certificering

RoHS Compliant / CE Approved

Overige

LIGHT SPECS

Lumens (High): 5300
Lumens (Med): 2800
Lumens (Low): 1400

Lamp Heads: 1

Lamp Type: LED

Number of LEDs: 12

Lamp Life: 50000 hrs

Beam Spread: 125°

IP Rating: 65

POWER

Run Time (High): 1.50 hrs
Run Time (Med): 4.00 hrs
Run Time (Low): 8.00 hrs
Battery Type: Lithium-lon
Battery Lifespan: 500 cycles
Charge Time: 225 mins
Battery Level Indicator: Level indicator
Sockets (Primary): 1

Volts: 14.4v
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